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> Fast charging stations

Fast charging stations for direct current electric vehicles with 
CHAdeMO, CCS Combo2 and Type 2 alternating current 
connectors. The RAPTION fast charging units enable opportune 
charging whenever fast charging is required and sufficient power is 
not available. They operate with outputs of up to 50 kW, allowing 
their use in simple installations and saving additional costs in the 
fixed power charge. Depending on the capacity of the batteries, 
they can charge partially or totally in a reduced period of time. 

Special attention has been paid during the design of the units to 
the ease of their installation and maintenance, resulting in cost and 
time savings. They feature updated power electronics and Ethernet 
and 3G communications, as well as a screen that facilitates user 
interaction and remote management from the control centre.
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> Fast charging stations

Features
>> IP 54 / IK 10 protection
>> Smart charging system
>> Three-phase power supply 400 Vac, 50 / 60 Hz
>> Maximum output power: 22 kW and 50 kW according to type
>> Connector blocked during charging (Mode 3 and Mode 4)
>> Standard charge in 30 ~ 45 minutes
>> 8” TFT tamper-proof touchscreen
>> Light indicator of the charging state via beacon
>> Energy consumption meter in kWh and charging time displayed 

on the screen
>> RFID identification and pre-payment
>> Embedded SCADA monitoring and management software
>> Remote control and monitoring of the unit via XML
>> Ethernet connection (10/100 Base TX)
>> 3G communications
>> Compatible with OCPP 1.2 and 1.5 protocol

Type Code Charge mode No. of connectors Connector type Electrical features

RAPTION 22 CCS V17010 4 1 CCS Combo2 550 Vd.c., 56 Ad.c., 22 kW

RAPTION 22 CHA V17015 4 1 JEVS G105 550 Vd.c., 56 Ad.c., 22 kW

RAPTION 22 DUO V17020 4
4

2 JEVS G105, 
CCS Combo2

550 Vd.c., 56 Ad.c., 22 kW 
550 Vd.c., 56 Ad.c., 22 kW

RAPTION 22 TRIO V17030 3
4
4

3 Base type II,  
JEVS G105,  
CCS Combo2

400 Vd.c., 32 Ad.c., 22 kW
550 Vd.c., 56 Ad.c., 22 kW 
550 Vd.c., 56 Ad.c., 22 kW

RAPTION 50 CSS V17110 4 1 CCS Combo2 500 Vd.c., 125 Ad.c., 50 kW

RATION 50 CHA V17115 4 1 JEVS G105 500 Vd.c., 125 Ad.c., 50 kW

RAPTION 50 DUO V17120 4 2 JEVS G105, 
CCS Combo2

500 Vd.c., 125 Ad.c., 50 kW 
500 Vd.c., 125 Ad.c., 50 kW

RAPTION 50 TRIO V17130 3 
4 
4

3 Base type II,  
JEVS G105,  
CCS Combo2

400 Va.c., 32 Aa.c., 22 kW 
500 Vd.c., 125 Ad.c., 50 kW 
500 Vd.c., 125 Ad.c., 50 kW

RAPTION 50 TRIO 63 V17131 3 
4 
4

3 Cable type II,  
JEVS G105,  
CCS Combo2

400 Va.c., 63 Aa.c., 43 kW 
500 Vd.c., 125 Ad.c., 50 kW 
500 Vd.c., 125 Ad.c., 50 kW
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